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Speaker cable LDS 
                  

            

 

 
 
 
 
 

APPLICATIONS 

PVC jacketed and insulated speaker cable, intended for the 
interconnection of receivers or power amplifiers to speakers 

 
 

Temperature range 

 

- 20 ÷ 70 °C  

( @ fixed installation )  Flame resistance 

 
IEC 60332-1-2 

Short-circuit temperature 

 
160°C  Suitable for indoor use 

 
 

Rated voltage 

 
300  VAC    Suitable for fixed installation 

 
 

Test voltage 

 
2000 VAC    Bending radius 

 

≥ 8 x D 
( @ fixed installation ) 

 

 

 

 

 

 

 

      

 
 
 
 

 
CABLE  STRUCTURE 

1.  
    Flexible electrolytic bare copper conductor 
2.  
   TI2 PVC insulation 
3.  
    PVC outer sheath 
 
 
 
 
 
 

SCHEMATIC  DRAWINGS 
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Size conductor Conductor stranding Electrical resistance Diameter on insulation 
Radial thickness of 

insulation 

[ mm
2
 ] [ N° x mm ] [ /Km ] [ mm ] [ mm ] 

     

1.5 48 x 0.193 ≤ 13.3 2.8   0.1 ≥ 0.70 

2.5 80 x 0.193 ≤ 7.98 3.4   0.1 ≥ 0.70 

4.0 128 x 0.193 ≤ 4.95 4.0   0.1 ≥ 0.70 

 
Item code Item No. Size conductor Outer diameter Thickness of jacket 

  [ mm
2
 ] [ mm ] [ mm ] 

     
X43337 B01508 2 x 1.5 7.4 ± 0.2 ≥ 0.90 

X43338 B01509 2 x 2.5 8.6 ± 0.2 ≥ 0.90 

X43339 B01510 2 x 4.0 11.0 ± 0.3 ≥ 1.40 

X43340 B01511 4 x 2.5 11.0 ± 0.3 ≥ 1.40 

X43341 B01512 4 x 4.0 13.2 ± 0.3 ≥ 1.70 

 
Standard reference Low Voltage European Directive No. 2014/35/EU 

 

Stranding of conductor Class 5 flexible electrolytic bare copper conductor conforming to IEC 60228 standard 
 

Insulation TI2 PVC in compliance with EN 50363-3 requirements. Hardness : ( 92 ± 2) Sh-A. 
 

Color of insulation • (2X) = Red, Black. • (4X) = White, Black, Red, Green. 

 

Capacitance ( 110 ± 10 ) pF/m 

 

Outer sheath PVC, hardness : ( 57 ± 2 ) Sh-A. 
 

Color of outer sheath Black. 

 

White ink printing 
AAMM = year and month of production 

WWW.HILEC.EU – SPKCAB-215 (B01508) – Speaker cable 2x1.5mm² – 16 AWG – BGLAAMM 

WWW.HILEC.EU – SPKCAB-225 (B01509) – Speaker cable 2x2.5mm² – 14 AWG – BGLAAMM 

WWW.HILEC.EU – SPKCAB-240 (B01510) – Speaker cable 2x4mm² – 12 AWG – BGLAAMM 

WWW.HILEC.EU – SPKCAB-425 (B01511) – Speaker cable 4x2.5mm² – 14 AWG – BGLAAMM 

WWW.HILEC.EU – SPKCAB-240 (B01512) – Speaker cable 4x4mm² – 12 AWG – BGLAAMM 

 

Packing One way wooden rolls Ø300 with 100 m (with 50 m only for 4x4 mm2). 

 


