
10 inch full range active speaker

XPRS 10
Combining Pioneer Pro Audio sound engineering 

heritage with the reliable, energy-efficient power 

of Powersoft Amp module, the compact, portable 

wooden-enclosure XPRS Series offers a plug-and-play 

system that fills the room with a natural sound. The 

versatile speakers are ideal for live sound, mobile 

DJ, places of worship, rental and fixed installations.

 ¥ High performance drivers deliver a 

powerful, full range sound

 ¥ Four EQ modes for a variety of music 

genres and environments

 ¥ Powersoft Class D amp module for 

reliable high-powered performance

 ¥ Advanced protection features 

 ¥ Ergonomic design allows 3 application modes, 

2 pole mount positions plus floor monitor

 ¥ Birch plywood construction for a natural sound

key Features
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XPRS series

Type 10 inch full range active speaker

Enclosure 15 mm birch plywood

Driver LF 10 inch ferrite LF cone driver

1.75 inch titanium diaphragm neodymium compression driverHF

Frequency Response 55Hz~20kHz

Max SPL 134dB

Crossover Frequency 2.0kHz

Amplifier type Class D

Power Rating 2400W peak / 1200W cont. (LF800W / HF400W)

Input connectors 2x XLR/TRS Combo (balanced), 2x RCA (unbalanced)

Impedance 10kΩ

Output connectors 2x Through output XLR (balanced),1x Mixed output XLR (balanced)

Power consumption 162W

Dimensions (W x H x D) 320mm x 520mm x 374mm

Weight 18.9kg

applications

L i v e  S o u n d  /  M o b i l e  D J  /  P l a c e  o f  w o r s h i p  /  R e n ta l  /  F i x e d  i n s ta l l at i o n s
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XPRS 10
Tripod mount

Rear panel viewWedgeXPRS 10 mounted on top 
of the XPRS 115S. Also 

compatible with XPRS 215S.


